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SOLID WOOD PACKING MATERIALS FROM CHINA (continued from page 5.189

If:

And your inspection
reveals the:

And you judge that the
cargo:

Then:

Accompanied by an exporter’s
statement n the commercial invoice,
bill of lading, or other similar
document (including a paper or
electronic manifest) stating that the
shipment contains no solid wood
packing

Accompanied by a certificate signed
by an official of the Chinese
Government stating that the wood
was heated to a minimum of 71.1°C
(160°F) for 75 minutes, treated with
T404 or its equivalent, or pressure
treated with an EPA approved
preservative

RELEASE

Lacking either document as
described in the two cells above

Absence of solid wood
packing material

RELEASE, however, levy a
user fee for the cost of the
inspection*®

Presence of solid wood
packing material

*Levy a user fee based on the directions that immediately follow.

5190

Can be separated from the
solid wood packing material
and that the solid wood
packing material may be
destroyed or reexported
without risk of spreading
plant pests

« ALLOW the removal and
destruction of the packing
material at the owner’s or
importer’s expense;
however, levy a user fee for
the costs associated with the
inspection, separation,
destruction, or reexportation
of the packing material*

« RELEASE

Cannot be separated from
the solid wood packing
material or thatthe
destruction or reexportation
of the solid wood packing
material would risk the
spread of plant pests

REFUSE ENTRY, however,
levy a user fee for the cost of
the inspection*




